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^ wherein the visor has a relaxed state wherein the visor has a first width 

(y dimension taken transversely to a fore-and-aft line and a deformed state, 

wherein the visor in the deformed state has a second width dimension taKen 
transversely to the fore-and-aft line that is less than the first width dimension, 

the visor changed from the relaxed state into the deformed state by bending 
the visor around the fore-and-aft line towards a continuous cylindrical shape- and 

b) at least one holding element that is fully separable from the headwear 

piece, 

the at least one noiding element maintaining the visor in the aeformea state 
so that the visor has the second width dimension, 

wherein a part of the crown is folded forwardly toward the visor, 

j(? (amended) In combination: 

a) a headwear piece having a front and rear and comprising a crown having 
a surface which is grippingly engageable with a wearers head and a visor of sufficiently 
rigid material to be shape retentive and readily reducible to a compact state, said visor 
projecting in a forward direction away from the crown, 

wherein the visor has a relaxed state wherein the visor has a first width 
dimension taken transversely to a fore-and-aft line and a deformed state, 

wherein the visor in the deformed state has a second width dimension that 
is less than the first width dimension, 
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the visor changed from the relaxed state into the deformed state by bending 
the visor around the fore-and-aft line towards a continuous cylindrical shape; and 


so that the vjsor has the second width dimension, 

wherein the at least one holding element comprises a tubular body which 
extends around the headwear piece. 


a surface which is grippingly engageable with a wearers head and a visor of sufficiently 
rigid material to be shape retentive and readily reducible to a compact state, said visor 
projecting in a forward direction away from the crown, 

wherein the visor has a relaxed state wherein the visor has a first width 
dimension taken transversely to a fore-and-aft line and a deformed state, 

wherein the visor in the deformed state has a second width dimension that 
is less than the first width dimension, 

the visor changed from the relaxed state into the deformed state by bending 
the visor around the fore-and-aft line towards a continuous cylindrical shape; and 

b) at least one holding element, 

the at least one holding element maintaining the visor in the deformed state 
so that the visor has the second width dimension. 
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b) at least one holding element, 


the at least one holding element maintaining the visor in the deformed state 



a) a headwear piece having a front and rear and comprising a crown having 
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wherein the at least one holding element comprises a cylindrical tube. 



O v Jft. (amended) In combination: 

a) a headwear piece having a front and rear and comprising a crown having 
a surface which is grippingly engageable with a wearers head and a visor of sufficiently 
rigid material to be shape retentive and readily reducible to a compact state, said visor 
projecting in a forward direction away from the crown, 

wherein the visor has a relaxed state wherein the visor has a first width 
dimension taKen transversely to a fore-ana-alt line and a aeformea siaie, 

wherein the visor in the deformed state has a second width dimension that 
is less than the first width dimension, 

the visor changed from the relaxed state into the deformed state by bending 
the visor around the fore-and-aft line towards a continuous cylindrical shape; and 

b) at least one holding element, 

the at least one holding element maintaining the visor in the deformed state 
so that the visor has the second width dimension, 

wherein the crown is folded against the visor, 

wherein the visor in the deformed states defines a cylindrical shape and at 
least a part of the crown that is folded against the visor resides within the cylindrical shape. 


4 


Received from < 3128762020 > at 8115/02 4:15:43 PM [Eastern Daylight Time] 


08-15-02 03:13pm From-Y/OOD PHILLIPS KATZ CLARK & MORTIMER 


3128762020 


T-057 P. 06/1 2 F-080 



(amended) In combination: 


a headwear piece comprising a crown with a surface which is 


grippingly engageable with a wearer's head and a visor of sufficiently rigid material to be 
shape retentive and readily reducible to a compact state, said visor projecting from the 
crown, 

wherein the visor has a deformed state and a relaxed state, 

the visor changed from the relaxed state into the deformed state by bending 

the visor around a fore-and-aft line towards a continuous cylindrical shape; and 

b) at least one holding element that is fully separable from the headwear 

piece, the at least one holding element maintaining the visor in the deformed state. 


grippingly engageable with a wearer's head and a visor of sufficiently rigid material to be 
shape retentive and readily reducible to a compact state, said visor projecting from the 
crown, 

wherein the visor has a deformed state and a relaxed state, 

the visor changed from the relaxed state into the deformed state by bending 

the visor around a fore-and-aft line towards a continuous cylindrical shape; and 

b) at least one holding element that is fully separable from the headwear 

piece, the at least one holding element maintaining the visor in the deformed state, 




a) 


a headwear piece comprising a crown with a surface which is 
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